##  Installation Instructions

## Tools Required:

- 7/16 Socket/Wrench x 2
- 5/8 Socket/Wrench
- Phillips Screwdriver


## Step 1:

Slide Mounting Bracket on Handrail Pole and do not tighten hardware as you will need to be able to move the Mounting Bracket prior to mounting to the spa/tub near the end on installation. (Photo 1)

## Step 2:

With the Base in the vertical position, insert the Handrail Pole through the Top Collar (Do not to let the Pole fall and hit the Pivot Base Collar) and then gently lay the Base and Handrail Pole down into a horizontal position. (Photo 1)

## Step 3:

Take the 2 1/2" Pivot Bolt and place Spacer \#1 on, feed Pivot Bolt with Spacer through the Pivot Hole at the base of the Handrail Pole. Place Spacer \#2 and Pivot Nut and tighten lightly. Do not tighten snug as this will prevent handrail from pivoting freely. (Photo 1)

## Step 4:

Place Handrail Pole into Pivot Base Collar. (Photo 2)

## Step 5:

Insert Self-Drilling Screw with 2 Washers into Pre-Drilled Hole just below the Top Collar and tighten snug. (Photo 3)

## Step 6:

Test to ensure handrail pivot feature works and spacers roll freely. If not, loosen Pivot Nut.

## Step 7:

Slide Handrail Base Plate under the spa/tub.

## Step 8:

Place/Adjust Mounting Bracket near the lip of the spa/tub shell and screw to the spa cabinet. Spacer and Adhesive Backed Foam Pad are provided as optional items.



## 1 YEAR LIMITED WARRANTY

Byron Originals will repair or replace any part of the Sure Step Handrail 360 which is defective in material or workmanship. Warranty does not cover damage resulting from negligence, abuse, normal wear or accidents. All warranty claims subject to review.

Proof of purchase required for warranty consideration.
Contact 712-364-3165 for customer service.

